Model Number

RKI-1448

Driver - Grade A

Johnson High Torque DC Geared Motor 30RPM with

Mechanical Drawing (Dimensions are in mm)
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Technical specifications of Motor

Motor Type High Torque DC Geared Motor
Operating voltage 12V DC
Motor Speed at Output Shaft (RPM) 30RPM
Stall Torque(Kgcm) 32Kgcm(Gearbox Breaking Torque is.30Kgcm)
Rated Torque(Kgem) 16.8Kgcm
Gear Ratio 1:5640
Weight 180gm
Driver Pinouts Base Motor Specifications
Support UART /12C / PPM Nominal voltage(V) 12V
/ Analog Signal No-Load Speed (RPM) 18000
GND Black Rated Torque (gcm) 151
SCL/PPM/ B No-load current (A) 0.8A
Analog Load current(A) up to 7.5 A(Max)
SDA / Analog Red
E | Pl N
Sense 105124 | 9
UART TXD Orange
P
UART RXD Yellow sofie 6 fuoolS f 7N L
V+ Green 35| 8 | 3 | 9000 X
\\
' A 1 1 1 1 700 1 1 1 1 1400
(& 4 TORQUE(g—cm)

EFFICIENCY(%)
OUTPUT(W)
CURRENT(A)
SPEED(R.P.M)

Base Motor Characteristic Graph




